

## DC-66-HC

CABINET CONSTRUCTION
Exterior - high quality white powder coat finish on steel.
Interior - powder coat finish on aluminum .
Top - 300 stainless steel top and attached frame structure.

- Curved glass - curved glass front and side glass panels provide extra large viewing area to maximize ice cream presentation
- Refrigeration system: R290 Cold wall refrigeration system. Maintains $10^{\circ} \mathrm{F}$ to $+0^{\circ} \mathrm{F}\left(-23.3^{\circ} \mathrm{C}\right.$ to $\left.-18^{\circ} \mathrm{C}\right)$. ETL safety and NSF-7 sanitation approved.
- Night covers for case opening.
- Electronic control system:

Adjustable temperature set point and defrost frequency Error codes to diagnose service issues
Display and Storage: Designed to hold twelve (12) 91/2" (242 mm) diameter, 3 gallon ( 12 L ) ice cream containers in display area and eight
(8) on floor beneath support racks.

LED lamp provides more even
lighting throughout the cabinet to enhance product appearance.

## Rough-In Data

Specifications subject to change without notice.
Chart dimensions rounded up to the nearest 1/8" (millimeters rounded up to next whole number).

| Model | Lids | $\begin{array}{\|c\|} \text { Capacity } \\ 3 \text { Gallon (12 Liter) } \\ \text { Cans } \end{array}$ |  | Cabinet Dimensions (inches) (mm) |  |  | HP | Voltage | Amps | NEMA Config. |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
|  |  | 20 | otal | L | D | H |  |  |  |  |
| DC-66-HC | 2 | Display 12 | $\begin{array}{\|c} \hline \text { Storage } \\ 8 \end{array}$ | $\begin{gathered} 67-3 / 4 \\ 1720 \end{gathered}$ | $\begin{gathered} 27-3 / 4 \\ 705 \end{gathered}$ | $\begin{gathered} 51-1 / 8 \\ 1300 \end{gathered}$ | 1/2+ | 115/60/1 | 5.64 | 5-15P |

## EQUIPCHEFS INC, <br> Add: 12922 Hempstead Highway Houston Texas 77040 USA <br> Tel: 7136901231 E-mail: info@equipchefs.com Website: www.equipchefs.com

## DC-66-HC Plan View



