
        Durable stainless steel top, coated aluminum interior.       Electronic control system makes it easy to adjust

        Exterior construction is attractive corrosion resistant vinyl       temperature set point and defrost frequency.

        on steel in black finish.       Removable installation board makes it easy to

        Refrigeration system keeps the drinks at safe temperatures       access condenser coil for cleaning and service.

        between 33℉ and 38℉ (0.5℃ to 3.3℃).         Adjustable coated-steel dividers included.

       Removable bottle cap opener and cap catcher included.

        

        

JBC-50-HC JBC-95-HC

JBC-65-HC

DIMENSIONS - WxDxH
inches 12 oz. Blts 12 oz. Cans

mm cases cases

26 3/8 x 28 3/8 x 34 1/4

670 x 722 x 869

49 1/2 x 26 5/8 x 34 1/4

1257 x 677 x 869

64 1/2 x 26 5/8 x 34 1/4

1638 x 677 x 869

95 1/5 x 26 5/8 x 34 1/4

2418 x 677 x 869

Specifications subject to change without notice.

EQUIPCHEFS INC,
Add: 12922 Hempstead Highway Houston Texas 77040 USA

Tel: 713 690 1231  E-mail: info@equipchefs.com   Website: www.equipchefs.com

115/60/1 NEMA 5-15P

JBC-95-HC 3 37.5 55 1/4+ 4.2 115//60/1 NEMA 5-15P

JBC-65-HC 2 22 32 1/6 2.6

115/60/1 NEMA 5-15P

JBC-50-HC 2 16.5 24 1/6 2.28 115/60/1 NEMA 5-15P

JBC-25-HC 1 4.5 6 1/6 2.04

Horizontal Bottle Cooler - JBC Series

JBC-25-HC

MODEL LIDS
CAPACITY

HP AMPS VOLTAGE PLUG TYPE


